saaPOWERTIP

A IE X BIEA IPC QML iR3E

IPC QML/QPL 58

e IPC 5858 © (A IR LM TEeF T @B LA T BRI ES - HASRE R AF BRI R R S S » i IPC 2EHE
RIS SR EETER MG AR RN TEREFS IPC B2 - NIhpl IPC TTE{E QML fifEm T —8 - RRAIELE

i T o B YT - M t



saaPOWERTIP

Powertip have passe thentication

A professional r of middle-small size LCD module --- POWERTIP TECH. CORP., with the on-site audit and assistance of IPC

authenticati , and based on "IPCJ-STD-001 (Require omponents of C-A-610

ectronic components) , we one-off passed : , fully got the

n of level one and two standards, and be list

wo most widely used standards of electronic i nd quality of Powertip can meet
r level one and two exactly, it means a hi

The level on hentication of IPC J-STD-001 and I

rmance, to provide product

ly a recognition of o ut also a

commitment of ality for customers.

IPC QML/QPL authentication is
conform to the standards.

do audit and authentication for the product quality and processes, and confirm whether they

Since Powertip got the IPC authentication, it has a significant advantage in the fierce market competition Other authentications require company to

self-evaluate and submit written reports; but IPC authentica hird- party to audit o e and evaluate whether the products and processes

conform to the IPC standards. Therefore, being a member the product quality and
technology.




